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(c) Engines may be certified using 

the certification procedures for new en-

gines as specified in this part or using 

the certification procedures for 

aftermarket parts as specified in 40 

CFR part 85, subpart V. Unless the 

original engine manufacturer con-

tinues to be responsible for the engine 

as specified in paragraph (d) of this sec-

tion, you must remove the original en-

gine manufacturer’s emission control 

information label if you recertify the 

engine.

(d) The original engine manufacturer 

is not responsible for operation of 

modified engines in configurations re-

sulting from modifications performed 

by others. In cases where the modifica-

tion allows an engine to be operated in 

either its original configuration or a 

modified configuration, the original 

engine manufacturer remains respon-

sible for operation of the modified en-

gine in its original configuration. 

(e) Entities producing conversion 

kits may obtain certificates of con-

formity for the converted engines. 

Such entities are engine manufacturers 

for purposes of this part. 

§ 1054.650 What special provisions 
apply for adding or changing gov-
ernors?

The special provisions in this section 

apply for engines that will not be gov-

erned to control engine speeds con-

sistent with the constant-speed oper-

ation reflected by the duty cycles spec-

ified in § 1054.505. We refer to these as 

constant-speed governors in this sec-

tion. Paragraph (a) of this section also 

applies for any engines shipped without 

installed governors. 

(a) The representative-testing re-

quirements of 40 CFR 1065.10(c)(1) re-

lated to in-use duty cycles do not apply 

to engines you produce and ship with-

out constant-speed governors if you 

comply with all the following require-

ments:

(1) You must have test data showing 

that the effectiveness of the engine’s 

emission controls over the expected 

range of in-use operation will be simi-

lar to that measured over the specified 

duty cycle. Alternatively, if your emis-

sion controls depend on maintaining a 

consistent air-fuel ratio, you may dem-

onstrate that the engine is calibrated 

to maintain a consistent air-fuel ratio 

over the expected range of in-use oper-

ation.

(2) Describe in your application for 

certification the data and analysis that 

supports your conclusion. 

(b) It is a violation of the tampering 

provisions in 40 CFR 1068.101(b)(1) to re-

move a governor from a certified en-

gine unless you recertify the engine in 

the modified configuration. 

§ 1054.655 What special provisions 
apply for installing and removing 
altitude kits? 

An action for the purpose of install-

ing or modifying altitude kits and per-

forming other changes to compensate 

for changing altitude is not considered 

a prohibited act under 40 CFR 

1068.101(b) as long as as it is done con-

sistent with the manufacturer’s in-

structions.

§ 1054.660 What are the provisions for 
exempting emergency rescue equip-
ment?

The provisions of this section apply 

for new equipment built on or after 

January 1, 2010. 

(a) Equipment manufacturers may 

introduce into U.S. commerce equip-

ment that is not certified to current 

emission standards under the following 

conditions if the equipment will be 

used solely in emergency rescue situa-

tions:

(1) You must determine annually 

that no engines certified to current 

emission standards are available to 

power the equipment safely and prac-

tically. We may review your records 

supporting this determination at any 

time.

(2) You may not use exempted en-

gines for the following equipment used 

to provide remote power to a rescue 

tool: generators, alternators, compres-

sors, or pumps. 

(3) If engines that meet less stringent 

emission standards are capable of 

powering your equipment safely and 

practically, you must use them as a 

condition of this exemption. You must 

use available engines meeting the most 

stringent standards feasible. 

(4) You must send the engine manu-

facturer a written request for each ex-

empted equipment model. 
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